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POSITIVE VALUE

ABOUT Us

Customer satisfaction is our prime concern.

Mersan Machinery Co. was established in 1983 to produce textile finishing machines. We use the
knowledge and experience that we have had since the day we have established to date toidentify and
establish the most appropriate solutions for our customers' needs.

We aim to have aninstitutional culture that believes in continuous development and quality orientation,
and constantly improves and develops the quality of service.

With many of our representatives around the world, we are designing products that will provide
machines for the whole world and provide added value to the environment and society. In our factories
and workshops equipped with modern technology, we produce machines for more than 30 countries
allover the world.

INTERNATIONAL

CERTIFIGATION SERVIGES
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TEKSTIL ENDUSTRISI

HAKKIMIZDA

En deger verdigimiz sey; musteri memnuniyeti.

Mersan Paslanmaz Makine olarak 1983 yilinda Tekstil Finisaj] Makineleri imalati yapmak icin kurulduk.
Kuruldugumuz gunden bu gune dek, sahip oldugumuz bilgi ve tecrubeyi, musterilerimizin ihtiyaglarina
en uygun cozumlerintespit ve teminiicin kullanmaktayiz.

Surekli gelisim ve kalite odakliligina inaniyor, hizmet kalitesini surekli lyilestiricive gelistiriciadimlar atan
pir kurum kulturune sahip olmayiamac ediniyoruz.

Dunya uzerinde bulunan bir gok mumessilligimiz ile, tum dunyaya makine uretiyor, cevreye ve topluma
katma deger saglayacak Urunler tasarliyoruz. Cagdas teknoloji ile donatiimis fabrikamizda tum
dunyada 30°u askin ulkeye makine ihrac ediyoruz.

*

TURKISH
MACHINERY




OWK-ESOS

Felt Compactor with Pin Chain 'lenter Frame

Create the difference!

Sanforizing process is the last finishing process after drying,
this process provides a nice touch to the fabric while being
applied to reach the desired shrinkage and width weight

values.

® The contact time of the fabric with the felt contributes
positively to the shrinkage and the touch. Our 2 heated main
cylinders with a diameter of 605mm maximize this effect with

the optimum thickness felt wrapped around it.

The contactsurfacebetween therollerandthe felt
» 1s 270 degrees. Total surface contactarea for both
cylindersis 2828 mm

I‘ark yarat!

Sanfor islemi kurutmadan sonraki son finisajislemidir. Bu islem
istenilen cekmezlik ve en-boy gramaj degerlerine ulasmakicin
uygulanirken kumasa guzel bir dokunus saglar.

m Kumasin kece ile gecirdigi temas suresi ,cekmezlik ve tuse
ye pozitif katkl saglar. 605mm capinda 2 adet isitilmis ana
silindirlerimiz, etrafina sarill optimum kalinlikta kece ile bu

etkiylen ust seviyeye cikarir.

Silindir ve kece arasinda ki temas yuzeyi 270
» derecedir. Her iki silindir icin toplam yuzey temas
alan12828 mm’dir.

= Edge Trimming / Kenar Kesme



m VWorking width up to 2400 mm m 2400 mm'ye kadar calisma genisligi

® Machine speed up to 50 m/min. ® 50 m/dk'ya kadar olan Uretim hizi

®m QOverfeed 20-30% m 7%20-30 degerlerinde besleme

® Fabric centering and guiding unit m Citall kumas merkezleme unitesi ve acicilar

m Mechanical selvedge opener for opening roller m Kumas kenar ice donmelerini duzeltmek igin
knitted fabrics mekanik kenar duzlestirici

® Pin chains tenter frame for the overspreading and m Besleme ve en kontrolu icin igne ve zincirli egalize
width control unitesi

m Successful pinning performance m Basarili igneleme performansi

m Effective steam supply with double steaming units m Egalize hatti Uzerinde ¢ift buharlama uniteleri ile
at chain frame yuksek buhar beslemesi

m Wider closing angle on conical and parallel springs m Konik ve paralel yaylarda daha genis kapanis agisi

® Sensivity fabric tension control with loadcells ® | oadcell ile kumasta hassas gerginlik kontrolu

®m Steaming unit at compactor felt inlet m Sanfor kece girisinde buhar unitesi

The following units can be integrated into the Sanfor hattina entegre edilebilen
compacting line: uniteler:

Rolling unit with J-Box and inspection Kalite kontrol ve J-box kontrollu top sarma uinitesi
Dampening unit Nemlendirme unitesi
Fabric edge cutting unit Kumas kenar kesme unitesi

Fabric Centering Unit Double Steaming Unit Compacting Unit
Kumas Ortalama Unitesi Cift Buharlama Unitesi Sanfor Unitesi

@ mersan

Tenter Frame Edge Trimming Rolling Unit with J-Box
Egalize Kenar Kesme Top Sarma ve J-Box



OWKF-EGOS

Felt Compactor with Pin Chain lenter Frame + Shrink o

SHRINKF3
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I'eel the impact!

Mersan OWKF E605 to meets the satisfaction for your higher While our patented technology, triple felt compacting

requirements for fabric shrinkage standard. machine, increases production capacity, it also adds
4-5% more shrinkage value to the fabric compared to

With the Shrink F3, we achieved two important main double felt compacting machines,

achievements:

| | | SHRINK F3 increases touching and fabric surface
m Moreimpact compaction effect system over the fabric. effect quality.

m Moreimpact fabric overfeed system.

E:tkiyi hisset!

Mersan OWKF —£605 , kumag gekmezlik standardi igin daha Patentli teknolojimiz olan i¢ keceli sanfor makinesi,
yuksek gereksinimlerinizikarsilamak uzere tasarlandr. lretim kapasitesini arttirirken, kumasa da iki keceli sanfor
) I : makinelerine gore %4-5 daha fazla ¢ekmezlik dederi
ShrinkF3ileikionemlianakazanimaulastik; kazandinr
= Kumaga daha etkili sikigtirma efexkti. SHRINK F3 kumasa daha iyi bir tuse ve yuzey efekti

m Daha etkili besleme imkani. kazandirmaktadir




OWKag-EGUS

Felt Compactor with Pin Chain 'lenter Frame + Rubber

RUBBER POWER

Daha fazla etkili!

More impact!

OWKB-EGOS, which is designed to provide a better touch to
the fabric, dimensional fixation and beautify the appearance
of the fabric surface, consists of pin chain tenter frame,
blanking sanforizing and two felted sanforizing lines

Kumasta dahaiyi bir tuse, boyutsal sabitleme ve kumas yuzeyi
gorumunu guzellestirmek icin tasarlanan OWKB-EGOS zincirli
egalize, blanket sanfor ve iki keceli sanfor hatlarindan
olusmaktadir.

40% lower cooling water consumption compared to
conventionaltechnology

Integred rubber belt grinding unit

Menu-driven grinding process to prevent operator errors

In cases when the rubber belt unit is not used: the fabric
coming from the pin chain unitis by passed by the conveyor
beltand transferred to the felt compacting unit.

& Silky and smooth touch

*4 Shiny apperance according to the
+ final desired effect

RUBBERPOWER

Geleneksel teknolojiye kiyasla %40 daha dusuk sogutma
suyu tuketimi

Entegre kaucuk bant taslama unitesi

Operator hatalarini onlemek icin menu odakli taslamaislemi

Kaucuk bant unitesinin kullanilmadigl durumlarda; egalize
Unitesinden gelen kumas by pass edilerek sanfor tnitesine
aktarabilme

@  Ipeksive purizstz dokunus.

§0~ Istenilen nihai etkiye gore parlak
4+ gorunum.




OWKSERIES

Iabrice Processings
Kumas Gecisleri i T ‘ﬂi

Non-Stop Compactor | — Lﬂﬁ 1
machines designed to achieve ! §[® S -
at highest performance!

Sanfor makineleri
en yiksek performans
icin tasarlanmistir!
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3000
e !
16580 -
Felt Compacior with Pin Chain Tenier Frame (Standard)
Egalizeli Acik En Keceli Sanfor (Standart)
‘
3000
S
18500 -
Felt Compactor with Pin Chain Tenter Frame (Full Option)
Egalizeli Acik En Keceli Sanfor (Tam Opsiyon)
A
3000
!
20200 -
Felt Compactor with Pin Chain Tenter Frame + Shrink F3
Egalizeli Acik En Kegeli Sanfor + Shrink F3
! 3
3000

Felt Compactor with Pin Chain Tenter Frame + Rubber
Egalizeli Acik En Kecgeli Sanfor + Kaucuk Blanket

OWKESOS

OWKESO0S5

OUWKF-EBO0S5

OUWKs-ESO0S5




OWwosis
Rubber Compactor

Ixcellence in Shrinkage!

OWB 616 Provides to achieve optimum fabric
touch feel, shiny appearance and desired
shrinkage values.

Master heating drum in dia of 616 mm with 11 kW motor
gearbox drive, tested for 8 bars, and assembling special
bearings which areresistant to high temperatures.

Heatin

lsitma

Pressure Roll
Baski Silindiri

Idler Roller
Yonlendirme Silindiri

Miikemmel cekmezlik!

OWB 616 optimum kumas dokunma hissiyatl
Jparlaklik ve istenilen cekmezlik degerlerini elde
etmenizisaglar.

616 mm capinda, 11 kw motor reduktor tahrikli, 8 bara kadar
test edilmis, yuksek sicakliga dayanikli ozel yataklar monte
edilmis anaisitma silindiri.

Drum

Tension Roller
Gerdirme Silindiri
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Working width upto 2400mm

Machine speed up to 40 m/min

Max. overfeed

Fabric centering and guiding unit

Sensitive tension control in fabric feeding with Loadcell

Folding unit at the exit controlling by loadccell

Fabric homogenues humidifier steaming box

Brushes that clean the particles accumulated on the main
heatingdrum.

Coolingtherubber belt with water at various points.

Integred rubber belt grinding unit

Menu-driven grinding process to prevent operator errors

High processing quality with exceptional shrinking result.

2400 mm'ye kadar calisma genisligi

40 m/dk'ya kadarmakine hizi

Maksimum degerinde besleme imkani

Citalikumas merkezleme unitesi ve acicilar

Loadcell ile kumas beslemede hassas gerginlik kontrolu

Cikistaloadcellile kontrol edilen pastal unitesi

Kumasl homojen olarak nemlendiren buhar unitesi

Ana i1sitma silindiri Uzerinde biriken partikulleri temizleyen
fircalama unitesi.

Kaucuk blanketi cesitli noktalarda su ile sogutma.

Entegre kaucuk bant taslama unitesi

Operator hatalarint onlemek igin menu odakli taslama
islemi.

MUkemmeltuse sonucuile yuksekisleme kalitesi.
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JKDE05

‘lTubular Felt Compactor

Non-sStop Compactor!

Mersan JKD 605 guarantees excellent
shrinkage values for dimensional fixation in
cellulose or cellulose-based fabrics, polyester-
viscose blended fabrics.

JKD Mersan Compactor, unique in its class, allows high
production speed and optimal fabric quality. Besides, our
magnetic stretcher, with two independent motors, opens the
tubular fabric and ensures the desired width by over-
feeding.

Non-stop sanfor!

Mersan JKD 605 seluloz veya seluloz esasli
kumaslarda, polyester-viskon karisimh
kumaslarda boyutsal sabitleme icin mukemmel
cekmezlik degerleri garanti eder.

Sinifinda benzersiz olan JKD Mersan Sanfor, yuksek Uretim
hizi ve optimum kumas kalitesi saglar. Ayrica birbirinden
bagimsiz iki motorlu manyetik kalip ile tup kumasi acarak
fazladan besleme yaparak istenilen eni saglar.

PERFORMANCEGUARANTEE




Attractive Roller

Tension Sroller
Gerdirme Silindiri

Heating Drum
Isitma Silindiri

Cekici Silindir

Working width up to 1200 mm at the stretcher
1350 mm

Machine speeds up to 35 m/min

Two felt compactors with two heated drum dia
605> mm

Hot oil heating or steam heating system
preference option

J-Box photocell controllable

Non-marking magnetic stretcher for fabric width
adjustment

Giving the fabric 20% feeding possibilities

Fabric homogenues humidifier steaming unit

Sensitive tension control in fabric feeding with
loadcell

Non-Stop plaiter unit

Excellent stability against washing test

— JKDN Mersan Full Automatic with Moisture
Control System consists of two units to
dampen both surfaces of the fabric.

With this system we can control the value of the
humidity over the fabric so we can achive the
requested humidity , quality hand feeling also
the excelent shrink value and prevent GSM
losing.

— JKDN Mersan Full otomatik nemolcgerli
Nemlendirme Sistemi, kumasin iki yuzunu
nemlendirmek iciniki uniteden olusmaktadir.

Bu sistem ile kumas uzerindeki nem degerini
kontrol ederek istenilen nemi, kaliteli el hissini ve
mukemmel cekme degerini yakalayarak GSM
kayiplariniengellemis oluyoruz.

Idler Roll
Yonlendirme Silindiri

Compacting Roller
Sikistirma Silindiri

1350 mm kalipta / 1200 mm'ye kadar calisma
genisligi
35 m/dk kadar makine hizl

Iki keceli 605 mm capinda Isitma silindirlers

Kizgin yag 1sitma veya buhar 1sitma sistemi tercih
secened

Fotosel kontrollu J-Box

Kumas enini ayarlamasi igin iz birakmayan manyetik
kalip

%20 Kumas besleme imkani

Kumasl homojen olarak nemlendiren buhar Unitesi

Loadcell ile kumasta beslemesinde hassas gerginlik
kontrolu

Non-Stop dekatur unitesi

Yikama testine karsi mukemmel stabilite

Dampening Unit
Nemlendirme Unitesi




HIGH PROCESSING QUALITY
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Tubular Felt Compactor
TUp Keceli Sanfor
A
o
o
™
N
!
7200 |
Tubular Felt Compactor + Dampening Unit (J-Box)
TUp Keceli Sanfor + Nemlendirme Unitesi (J-Box)
A
o
o
™
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6850

Tubular Felt Compactor + Dampening Unit (Felt Out)
TUp Keceli Sanfor + Nemlendirme Unitesi (Kece Cikisi)
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YEARS OF EXP

MACHINE LINE

RIENC

MACHINES OF CONTINENTALS

DUCTION OF COUNTRIES




SGSINGEING

©6 Mersan SG Singeing can guarantee the
highest standards of quality in terms of
hairiness removal, 'The flame homogensity
over the whole width of the burners allows to
oct the best results

Singeing flame process, can apply for both fabric surface
sides to beautify the appearance.

» Singeing machine with two burners for each face of the
fabric this burners type Mersan twin-JET Singeing
burner

» Two Step-Pneumatic piston for burner positions
adjustable according to the fabric type 40 up to 50
degrees .

» Five positions for water-cooled roller coated by special
ceramic teflon material, for singeing flame over cooling
roller.

» Flame intensity adjustable in the range of 15 up to 95
mbar

» Auto stop of the machine when the gas and air pressure
exceeds the min and max values

» Warning and safety systems for gas leakage

» Water safety system that prevents the burners from
being deformed by overheating

» Each burner flame can separately controlled of the air
and gas mixture combustion.

» A Prescription system that can be configured and saved
according to each fabric properties

» Electricity consumption monitoring thanks to the energy
analyzer

p Water consumption monitoring thanks to the water
flowmeter

p The Possibility for flame adjustment for each burner in
different intensities at same time

p Working width the fabric can be up to 3400 mm

S663ZE

©6 Mersan SG Gaze tiy uzaklastirma anlammda
en yiksek standard: saglar. Brulor genisligi
boyunca ¢ikan homojen alev mimmkin olan en
iyi sonucu almamza yardimel olur.

Yakma islemi, kumasin her iki yuzeyini de guzellestirirken bir
sonrakiislemicinde kumasin ozelliklerini gelistirir.

» Mersan Twin-Jet Gaze bruldrleri ile kumasin her iki
yuzeyinde de yakma yapabilme

p ki kademeli pndmatik piston ile kumas tipine gére 40 ile
50 dereceye kadar ayarlanabilir brilor yakma
pozisyonlari

» Susogutmal 6zel seramik teflon malzeme ile kaplanmis
silindir ile yakma alevi arasinda 5 konum pozisyonu

» 15 ile 95 mbar araliginda ayarlanabilir alev yogunlugu

p Gaz ve hava basinci minimum ve maksimum degerleri
disina ciktiginda otomatik durma ozelligi

» Gaz kacagiicin uyari ve guvenlik sistemleri

p Brdlorlerin asiri isinma sonucu deforme olmasini
engellemek icin su emniyet sistemi

p Her bruloricin hava ve gaz karisimini ayri ayri kontrol
edebilme

p Kumas ozelliklerine gore yapilandirilabilen ve
kaydedilebilen recete sistemi

p Enerji analiz cihazi sayesinde enerji tuketimi izleyebilme

p Su akis olger cihazi ile su tuketimi izleyebilme
» Aynianda iki brulorde farkl yogunluklarda yakma imkani

p 3400 mm’'ye kadar kumas eni calisma imkani



S624900

‘Iwinjet for Knit
® Machine speed up to 150 m/min ® 150 m/dk’ya kadar makine hizi
® Fabric centering unit of segmented roller guider B Yakma girisinde kumas gerginlik ayari icin loadcell
and openers controlled by photocell, also dancer le kontrol edilen citall kumas merkezleme unitesi
for fabric tension adjustment at the inlet of ve acicilar

the singeing unit.

m Singeing unit m Yakma unitesi

®m Beating unit to excluding all the spark flame m Kumas uzerinde kalan kivilcim ve tozlardan
extinguishes and dust from the fabric kurtulmak icin cirpma unitesi

® Steam fire extinguishing unit to any risk of fire from m Kenarlardan ve kumaslarin Uzerinden gelebilecek
the edge and over the fabrics her turlu kivilvim riskini ortadan kaldiran buharli

Kivilvim sondurme unitesi

m [he Water washer unit collects the spark flame m Kumas uzerinde kalan toz ve kivilcimi toplayan sulu
and dust over the fabric siklon Unitesi
m | ever plaiter m Pastal Unitesi
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Cleaning and Beating Unit

Fabric Centering Unit Temizleme ve Cirpma Unitesi

Kumas Ortalama Unitesi

-
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Lever Platier
Pastal Unitesi

_ Spark Extinguishing Unit
Kivilcim Sondurme Unitesi

Singeing Unit
Yakma Unitesi

Singeing Positions
Yakma Pozisyonlar

M 9N

50° 40°

BEFORESINGEING AFTERSINGEING

1. Position 2. Position
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S603200
Singeing for Woven

Machine speed up to 150 m/min

The High inlet fabric group provides to advantage
to the batch or heap fabric tension controlled by
the dancer.

The guiding bars consist of pneumatic edge fabric
openers left and right unit

Ability to add J-Box

Brushing, cleaning and dust extraction unit

Singeing unit

The water washer unit collects the spark flame
and dust over the fabric

Beating unit to exclude spark and dust from the
fabric

Fabric outlet for batch winding with dancer
controller.

150 m/dk’ya kadar makine hizi

YUksek giris Unitesi, balerin tarafindan kontrol
edilen parti veya yigin kumas gerginligine avantaj
saglar.

Kumasin acilmasi icin mekanik kenar algilamall sag
sol kenar tutucu

J-Box ekleyebilme imkan

Fircalama, temizleme ve toz emme unitesi

Yakma unitesi

Kumas uzerinde kalan toz ve kivilcimi toplayan sulu
siklon unitesi

Kivilcim ve tozu kumastan uzaklastirmak icin cirpma
unitesi

Loadcell kontrollu dok sarma cikis unitesi

NillE
e
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Chemical Tank
Kimyasal Tank

Ny W

s2 /8

Outlet A-Fram
Clkis Dok Sarma

Squeezing Padder
Stkma Fular

Desizing Unit
Hasil Sokme Unitesi

Water Washer Unit
Sulu Ziklon Unitesi

Singeing Unit
Yakma Unitesi

Beating Unit
Cirpma Unitesi

. ,_\k
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High Fabric Inlet Group
Yuksek Kumas Giris Grubu

Brushing Unit
Firca Unitesi
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~ROSS52500

'lTubular Slitting
=
The pre-squeezing unit prevents the fabric from stretching On sikma Unitesi, kumas De-Twistera girmeden 6nce kumas
due to tension by reducing the weight on the fabric before the uzerindeki agirligr azaltarak kumasin gerginlikten kaynakli
fabric enters the De-Twister. uzamasinionler.
Working Width up to Machine Speed up to Calisma Genisligi Makine Hizi
3200 mm. 100 m/min. 3200 mm. 100 m/min.

ADVANTAGES
AVANTAJLAR




Turntable
Turntable working synchronizedwith De-Twister

Rope Squeezer Unit

Pre-Spinreduces the amount of water in the fabric before it
enters the DE-Twister by reducing fabric weight to prevent
fabric elongation

De-Twister
It releases tension by openingthe fabric properly.

Slitting Unit
By stretching the fabric, it also cuts smoothly with its May
ine tracking feature.

Opener and Centering Units

After cutting, it opens the fabric by centering and puts it
into the enzyme washing unit with the help of attractive
rollers.

Enyzme Washing and Turning Filter Unit

It cleans the enzyme dust remaining on the fabric and
recycles the water by separating it from the enzyme
wastes with the anti pilling turning filter unit.

Squeezer Foulard

It squeezes the excess water remaining on the fabric
without sacrificing the quality of the fabric and provides
perfect results for the desired moisture balance.

5800

Doner Tabla
DE-twisterile senkronize olarak calisir.

On Sikma Unitesi

On Sikma kumasin agirhgini azaltmak ve uzamayi énlemek
icin DE-Twister'a girmeden once kumas icindeki su
miktariniazaltir.

De-Twister
Kumasi duzgunce acarak gerginligi azaltir.

Kesme Unitesi

Kumasi gerdirerek may cizgisi takip ozelligi ile sorunsuz
kesim yapar.

Acici ve Ortalayici Uniteler

Kesim sonrasinda kumasl ortalayarak acar ve cekici
silindirler yardimiile enzim yikama unitesine sokar.

Enzim Yikama ve Doner Filtre Unitesi

Kumas uzerinde kalan enzim tozlarini temizler ve Antipilling
Doner filtre Unitesi ile de suyu enzim atiklarindan ayirarak
geridonusume kazandirir.

Sikma Fulari

Kumas kalitesinden 6didn vermeden kumasta kalan fazla
suyu sikar ve istenilen nem dengesi icin mukemmel
sonuclar saglar.

200
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g5 X4
'Tubular Balloon Squeezing

After dyeing, BSX4 ensures that wet knit fabrics are unrolled
from the rope form and squeezing toreach the lowest moisture
level on the fabiric.

BSX4, boyama isleminden sonra Islak orgu kumaslarin halat
formundan acik hale getirilmesini ve kumas Uzerinde en dusuk
nem seviyesine ulasacak sekilde sikilmasini saglar.

DE-Twister
DE-Twister

Turntable
Doner Tabla

Blower and Pump
Blower ve Pompa

It is made of stainless steel and

is designed to carry heavy trolleys.
Works synchronously with the
DE-twister

It releases tension by opening
the fabric properly.

Under De-Twister, it wets the
fabric with the help of a pump,
allowing it to take the shape

Kumasi duzgunce acarak
of a balloon.

gerginligini azaltir.

Paslanmaz celik olup agir arabalari

tasimak icin tasarlanmistir.

DE-twister ile senkronize olarak

calisir.

1st Foulard
1. Fular

It consists of two rubber
rollers and ensures
homogeneous squeezing

of the fabric.
Iki kaucuk silindirden

olusur ve kumasin
homojen sikilmasini saglar.

Working Width up to
1200 mm.

2nd Foulard
2. Fular

Squeezing is done by
giving silicone or
finishing chemicals
to the fabric.

Kumasa silikon, veya apre
kimyasallari vererek sikma
islemi yapllir.

Machine Speed up to
80 m/min.

De —Twister altinda kumasi pompa
yardimiyla islatarak balon seklini
almasini saglar

Magnetic Stetcher
Manyetik Kalip

Allows to reach the
desired width by
opening the fabric

Kumasl acarak istenilen

genislige ulasmayi saglar.

Calisma Genisligi
1200 mm.

Chemical Tank
Kimyasal Tank

It is designed for the
preparation of chemical
products to be applied
to the fabric.

Kumasa uygulanacak
kimyasal urunlerin
hazirlanmasi icin dizayn
edilmistir.

Makine H|_?.|
80 m/min.
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SCTaUuTO
'lTubular Balloon Squeezing

Itis designed to reverse the wet fabric in the form of a tube and Tup halinde ki 1slak kumasin ters cevrilerek i¢c ve dis
to ensure that the inner and outer surfaces of the fabric are yuzeylerinin enzim atik kalintilarindan giderilmesini saglamak
free of enzyme waste residues. icindizayn edilmistir.

How it works? Nasil calisir?

m WetFabricis passed through the reversing pipe. m [slak Kumas ters cevirme borusundan gegirilir.

m Fabricaccumulated onthe carrier lift. m [asiyicliasansor uzerinde kumas biriktirilir.

m Theinverted fabricis passed throughthe washing bath. m Jerscevrilen kumas yikama banyosundan gegirilir.

m The fabricis stacked with the help of the plaiter unit. m Pastallama Unitesi yardimiylaistiflenir.
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De-Twister
It releases tension by openingthe fabric properly.

1st Squeezing Unit

It is consist of water spraying system and squeezing
cylinders.

De-Twister
Kumasi duzgunce acarak gerginligini azaltir.

1. Fular

Su puskurtme sistemi ile sikma silindirlerinden
olusmaktadir.

Hydrolic System Elevator = Hidrolik Sistemli Asansor
The elevator with airflow will accumulate wet fabric in the Hava akisli hidrolik asansor kumasi eniyi sekilde biriktirir.
best way
2nd Squeezing Unit = 2. Fular
It is consist of water spraying system and squeezing SuU puskurtme sistemi ile sikma silindirlerinden
cylinders. olusmaktadir.
Polyamid Ring Group = Polyamid Halka Grubu
It detects the width of the fabricat the inlet and exit Giriste ve cikista kumasin genisligini tespit eder.
Enyzme Washing and Turning Filter Unit » Enzim Yikama ve Doner Filtre Unitesi
It cleans the enzyme dust remaining on the fabric and Kumas Uzerinde kalan enzim tozlarini temizler ve antipilling
recycles the water by separating it from the enzyme doner filtre Unitesi ile de suyu enzim atiklarindan ayirarak
wastes with the anti pilling turning filter unit. geridonusume kazandirir.
Working Width up to Machine Speed up to Calisma Genisligi Makine Hizi
1200 mm. 80 m/min. 1200 mm. 80 m/min.
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THTH

‘lTubular Knit Heatsetting

Mersan TH-T4 Tube Knitting Fixing Machine, which eliminates
time and costly elements such as cutting, stentering and
sewing of lycra and lycra blended fabrics before dyeing, is
used to eliminate tensions arising from yarn mixtures of tubular
knitted fabrics, to smooth out rough surfaces and to prevent
fracturesthat occurduring dyeing has been designed.

Working Width up to Machine Speed up to
1200 mm. 15 m/min.
J-Box Unit

Photocell controlled J-Box for fabric flowability

Magnetic Stretcher

The non-marking magnetic stretcher ensures that the desired
width adjustment is made before the fabric enters the heat
setting.

Magnetic Stretcher

The non-marking magnetic stretcher ensures that the desired
width adjustment is made before the fabric enters the heat
setting.

Isitilmis Kamara
The fabric advancingin the heated chamber becomes fixed.

The fabrics you can

work with on the TH-T4
TH-T4'de calisabileceqginiz
kumaslar iflerdir.

Boyama islemi oncesi likra ve likra karisimli kumaslarnn kesme,
ram, dikis gibi zaman ve maliyet gerektiren unsurlari ortadan
kaldiran Mersan TH-T4 Tup Orgti Fikse Makinesi, tip halindeki
orgu kumaslarin iplik karisimlarindan dogan gerilimleri
gidermek, puruzlu yuzeyleri duzeltmek ve boyama esnasinda
olusan kiriklari onlemek amaciyla dizayn edilmistir.

Makine H_|Z|
15m/min.

Calisma Genisligi
1200 mm.

J-Box Unitesi
Kumas akiskanligiicin fotosel kontrolld J-Box

Manyetik Kalip

|z birakmayan manyetik kalip, kumas termofikseye girmeden
once istenilenen ayari yapmaya olanak saglar.

Manyetik Kalip

|z birakmayan manyetik kalip, kumas termofikseye girmeden
once istenilen en ayari yapmaya olanak saglar.

Heated Chamber
Isitiimis kamarada kumas ilerleyen kumas fikse olur.

They are cotton-lycra, lycra polyester, polyester-viscose, viscose-
lycrablendedfibers.

Pamuk-likra, likra polyester , polyester-viskon , viskon-likra karisimli



KNITTED FABRICS KNITTED FABRICS
FROM DIFFERENT YARD FROM DIFFERENT YARD
_FARKLI IPLIKTEKI FARKLI IPLIKTEKI
ORME KUMASLAR ORME KUMASLAR

TUBULAR CUTTING
(COST+TIME)
~ TUP KESME
(MALIYET+ZAMAN)

W —

2

X X

RAM it

‘l}--- O

RAM 2s

& o

==L

=
TUBULAR SEWING
(LOSS+TIME+COST)
| ~ TUPDIKIS
(FIRE+MALIYET+ZAMAN)

DYEHOUSE

DYEHOUSE o
BOYAHANE

BOYAHANE

Hot oil heating or gas heating system option

Temperature control with 3-way proportional valve for
machines with hot oil heating system

Heat control with proportional burner for machines working
with gas heating system

Safe and efficient combustion with 3rd generation dungs gas
path equipment

Capacity curves of burner against counter pressure of
combustion chamber

Kizgin yagh isitma veya gazli isitma sistemi
secenegi

Kizgin Yagl makinelericin 3 yollu oransal vanaile isi kontrolu
Gazisitmali sistem ile calisan makineler icin oransal brulorile isi
kontrolu

3. Nesildungs gaz yolu ekipmanlariile guvenlive verimli yanma

Yanma odasikarsi basincinabagli brulor kapasite egrileri
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STSLIT
'lube Fabrie Slitting

ST-SLIT designed for slitting the tubular form wet or dry
squeezed fabrics in order to marking open width form by
means of the tube slitting equipment.

A tube in the form of raw, dyed, and damp fabrics with
photocell-controlled automatic vertical and manual
cutting with a knife along the line may, the opening of the
fabric engaging rollers so it provides easily placed in
carrier.

Working Width up to Cutting Speed

2400 mm. 1800 m/min.
Calisma Genisligi Kesme Hizi
2400 mm. 1800 m/min.

ST-SLIT Tup halindeki pamuk, sentetik ve karisim elyaftan
yvapiimis kuru veya sikilmis 1slak kumaslarin tup kesme aparati
le kesilerek acik en hale getirilmesiicin dizayn edilmistir.

Tup halindeki ham ve boyali kumaslari; fotosel kontrolli
bicak ile may cizgisi boyunca otomatik ve manuel dikine
keserek, kumas enine acilip cekici silindirler yardimi ile
arabaya pastal yapiimaktadir.

3800




~MT
l'abric Reversing

——
'-‘

Designed for reversing the tubular from fabrics which is
cotton, synthetic and mixed fibers before dyeing and raising
process.

It can be used to plait the
roll of fabrics.

Working Width Working Speed

250-1200 mm. 100 m/min.

Calisma Genisligi Makine Hizi
250-1200 mm. 100 m/min.
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Pamuk, sentetik ve karisim elyaftan yapilmis tdp halindeki
kumaslarin boyama ve sardon oncesi ters gevirilerek daha
sonraki proseslere hazirlanmasiicin dizayn edilmistir.

Istenildiginde top
halindeki kumas pastal
olarak acilabilir.
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~rREEP

l'abric Preparation
p—
Fabric preparation machine designed in order to preparing in Pamuk, sentetik ve karisim elyaftan yapilmis tip ve acik en
tubularand open width fromraw fabrics for dyeing machine. halindeki ham kumaslarin boyama makinelerine hazirlanmasi
icin dizayn edilmistir.
The tubular (T PREEP) or open width (O PREEP) TUp (T PREEP) veyaAcik En (O PREEP) Top kumas,
roll fabric is placed on roll opening unit and silindirlerin Uzerine konulduktan sonra banta
moved to the conveyor belt. aktanlir.
The fabric arrived to the folding unit by the Sallama Unitesiyardimiile arabaya pastal edilir.
means of conveyor belt and then moved to the
carrier
1950
|~\ i
Working Width Working Speed I'|
1200 mm. 100 m/min.
I-EE III
o Y |
o |
Calisma Genisligi Makine Hizi /
1200 mm. 100 m/min. o/ N
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GIVE US THE FABRIC
WE WILL FINISH THE JOB.
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EUROPE AVRUPA

Turkey
Turkiye

Portekiz
Portekiz

Czech Rep.
Cekya

Russia
Rusya

!

ASIA ASYA

Bangladesh
Banglades

Turkmenistan
Turkmenistan

Pakistan
Pakistan

Maleysia
Malezya

India
Hindistan

Indonesia
Endonezya

Kyrgyz Rep.
Kirgizistan

SriLanka
Sri Lanka
Syria
Suriye

AMERICA AMERIKA

Peru
Peru

Venezuela
Venezuela

Bolivia
Bolivya

Ecuador
Ekvador

Brazil
Brezilya

Colombia
Kolombiya

Mexico
Meksika

?

AFRICA AFRICA

Egypt
Misir
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HEAD OFFICE MERKEZ OFIS

A : Akgaburgaz Mah. 3093 Sk. No:6/3
Esenyurt / Istanbul / TURKIYE

T:+90 212 886 7850 (pbx.)
F: +90 212 886 7856

FACTORY FABRIKA

A :Ulas OSB Mah. 207 Sk. No:20
Ergene [/ Tekirdag / TURKIYE

T:+90 282 655 5454



